PRODUCT INFORMATION

AVLW 2-2 AV LW

AVLW 1-3 Channel connector, 90°
AVLW 1-2 i

Steel, hot-dip galvanised

The channel connectors AVLW are corner connectors with an angle
of 90° with1-1,1-2,1-3 or 2-2 perforations. They connect mounting

channels as crossings or branches and are made of hot-dip
galvanised steel.

Article

w

G

AVLW 1-1F
Rail coupler bracket, angular AVLW 1-1F

58 mm

40 mm

42 mm

6.00 mm

90°

0.170 kg

AVLW1-2F
Rail coupler bracket, angular AVLW 1-2F

105 mm

40 mm

42 mm

6.00 mm

90°

0.260 kg

AVLW 1-3F
Rail coupler bracket, angular AVLW 1-3F

137 mm

40 mm

57 mm

6.00 mm

90°

0.350 kg

AVLW 2-2F
Rail coupler bracket, angular AVLW 2-2F

105 mm

40 mm

89 mm

6.00 mm

90°

0.350 kg

H: height

B: width

L: length

t: material thickness

W: Angle

G: Weight per storage unit

Page1

PohlCon GmbH
' Po h l NobelstraBe 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date:13.10.2026. Errors and technical changes reserved




PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES
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OPTIONAL ACCESSORIES

SES, AM 22, AMF 22
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