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BODO N
Single outlet with one floor socket and one data module,
wet-clean, round

The BODO N components are round single outlets with a floor
covering protection frame. They are equipped with a swivelling tube
as a cable outlet, a mounting box, a protective socket and an RJ45
data socket. The single outlets are suitable for dry-cleaned and
wet-cleaned rooms with high traffic loads and can be installed in
screed and raised or false floor openings. The tube with cover and
tube holder is made of aluminium, brass or stainless steel, material
no. 1.4301 (V2A). The frame and the mounting box are made of high-
quality plastic. The single outlets are available in different sizes
depending on the material.

VDE tested according to: DIN EN 50085-2-2

CE-Zeichen (Conformité Européenne): Ja

VDE-zertifiziert: Ja

aluminium

Article H Hmin D Pmax ØE colour IPg IPn G

BODO N
Floor socket, round 124 mm 87 mm 140 mm 15.00 kN 122 mm Aluminium IP 43 IP 66 0.744 kg

BODO N-CR
Floor socket, round 124 mm 87 mm 140 mm 15.00 kN 122 mm Chrome IP 43 IP 66 0.744 kg

BODO N-SW
Floor socket, round 124 mm 87 mm 140 mm 15.00 kN 122 mm Black IP 43 IP 66 0.744 kg

Stainless steel, acc. to AISI 304 (BS 304S31)

Article H Hmin D Pmax ØE colour IPg IPn G

BODO N-E
Floor socket, round 124 mm 87 mm 140 mm 15.00 kN 122 mm Stainless steel IP 43 IP 66 1.492 kg

brass

Article H Hmin D Pmax ØE colour IPg IPn G

BODO N-MMS
Floor socket, round 124 mm 87 mm 140 mm 15.00 kN 122 mm Messing IP 43 IP 66 1.570 kg
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H: height
Hmin: minimum installation height
D: Diameter (mm)
Pmax: maximum load
ØE: fitting dimension round
colour: color
IPg: IP protection level in used condition
IPn: IP protection level in unused condition
G: Weight per storage unit
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DETAIL AND APPLICATION IMAGES

 

OPTIONAL ACCESSORIES

USK R122, UDKS 20-50, UDO250 1R


