JD M12

Tee-head bolt

= JD M12 have European Technical Assessment ETA-09/0338. They

i are used to attach companion structures to K 28/28, K28/15, K 28/12
and W 29/20 anchor channels and mounting channels. They have a
hammer-shaped head and a notch at the end of the shaft. The bolts
are made of hot-dip galvanised steel, galvanised steel or stainless
steel and are available in various lengths. The JD M12 are supplied
with the nuts.

@ Fire protection

European Technical Assessment: ETA-09/0338

Steel, hot-dip galvanised

Article MG G
JD1250 FV
JORDAHL bolt JD M12x50 M12 0.075kg

steel, galvanic zinc plated

Article MG G
jggggl—? |_V bolt JD M12x30 M12 0.049 kg
jggggl—? vaolt JD M12x40 M12 0.057 kg
jggggl—? |_V bolt JD M12x50 Mi2 0.064 kg
jggggﬁ vaolt JD M12x80 M12 0.086 kg

MG: thread size (metric)
G: Weight per storage unit

Page1

PohlCon GmbH
' Po h l NobelstraBe 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date:13.10.2026. Errors and technical changes reserved



PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES

OPTIONAL ACCESSORIES

JTAK28/15,JMK28/12, JIMK 28/15, IMK 28/28
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