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JKC M16
Double-notch toothed t-bolt

JKC M16 have European Technical Assessment ETA-09/0338. They
are intended for use with W 40+ and W 40/22 hot-rolled profile
anchor channels and mounting channels. They are made of hot-dip
galvanised steel, have double serrations at the head of the bolt and
two notches at the end of their shaft. The JKC M16 are available in
different lengths. The nuts are included.

Fire protection

European Technical Assessment: ETA-09/0338

Steel, hot-dip galvanised

Article L Strength class MG G

JKC1640 8.8 FV
JORDAHL double-notch toothed bolt M16x40 40 mm 8.8 M16 0.137 kg

JKC1650 8.8 FV
JORDAHL double-notch toothed bolt M16x50 50 mm 8.8 M16 0.150 kg

JKC1660 8.8 FV
JORDAHL double-notch toothed bolt M16x60 60 mm 8.8 M16 0.163 kg

JKC1680 8.8 FV
JORDAHL double-notch toothed bolt M16x80 80 mm 8.8 M16 0.178 kg

L: length
MG: thread size (metric)
G: Weight per storage unit



PRODUCT INFORMATION

Page 2

PohlCon GmbH
Nobelstraße 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date: 11.10.2026. Errors and technical changes reserved

DETAIL AND APPLICATION IMAGES

OPTIONAL ACCESSORIES

JTA W 40/22, JTA W 40+, JM W 40/22


