JKO36

Profile bracket with support profile

JKO36 profile brackets are ready-to-install constructions for
holding clamps, pipes and cable trays. They are therefore mainly
used in technical building equipment. They are fastened to anchor
channels or directly to the component with dowels. Special
solutions are also possible upon request. The JKO36 profile bracket
with cantilever profile K36/36 is made of hot-dip galvanised steel or
stainless steel and is available in various lengths. It is paired with the
bolts JH M10 - JH M16.
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JORDAHL Profile bracket type 36-2 hot-

KO36-2-400 FV-0400

JORDAHL Profile bracket type 36-2 hot- P AL SO G AL
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JORDAHL Profile bracket type 36-2 hot- 330mm S6mm 700 mm 3.580ke

H: height

B: width

L: length

G: Weight per storage unit

Page1

PohlCon GmbH
' Po h l NobelstraBe 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date: 09.09.2026. Errors and technical changes reserved



PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES

Page 2

PohlCon GmbH
0 Po h l‘ : o n NobelstraBe 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date: 09.09.2026. Errors and technical changes reserved



