
PRODUCT INFORMATION

Page 1

PohlCon GmbH
Nobelstraße 51 | 12057 Berlin
Phone: +49 30 68283-04 | Fax: +49 30 68283-383 | contact@pohlcon.com

Issue date: 11.10.2026. Errors and technical changes reserved

JXM W 53/34
Mounting channels, hot-rolled, toothed

The mounting channel JXM W 53/34 has environmental product
declaration EPD-JDL-20200260-IBB1-DE and is made of hot-dip
galvanised steel (fv), stainless steel (A4) or rolled plain steel (wb). It
has a static load-bearing capacity of the normal force (NRd) of 43.3
kN and shear force (VRd) of 13.1 kN. The mounting channel is
available in the standard length of 6000 mm and is paired with the
bolts JXB M16 - JXB M20. The profile is 53 mm wide and 34 mm high.

Environmental Product Declaration (EPD): EPD-
JDL-20200260-IBB1-DE

steel, untreated and without corrosion protection

Article HP BP L t A G

JXMW5334 R-6000
JORDAHL mounting channel toothed W53/34 34 mm 53 mm 6000 mm 4 mm 5.914 cm2 29.315 kg

Steel, hot-dip galvanised

Article HP BP L t A G

JXMW5334 FV-6000
JORDAHL mounting channel toothed W53/34 34 mm 53 mm 6000 mm 4 mm 5.914 cm2 30.642 kg

Stainless steel, acc. to AISI 316Ti (BS 320S31) / AISI 316L (BS 316S11)

Article HP BP L t A G

JXMW5334 A4-6000
JORDAHL mounting channel toothed W53/34 34 mm 53 mm 6000 mm 4 mm 5.914 cm2 29.123 kg

HP: profile height
BP: profile width
L: length
t: Material strength profile
A: cross section area
G: Weight per storage unit


