Steel, hot-dip galvanised

KHA 2

50x31 mm profile rail, perforated

The profile rail KHA 2 consists of a C+ profile 50 x 31 mm with
continuous perforation and a slot width of 22 mm (material
thickness = 3.25 mm). Itis made of hot-dip galvanised steel and is
available in lengths of 500 or 6000 mm.

The appropriate cable clamp is the AC clamp.

Article H, B, L t G

KHA 2-05F

Profile rail perforated 50/31X3,25 Stmm >0mm >00 mm 3.25mm 1.500kg
KHA 2-10F

Profile rail perforated 50/31x3,25 Stmm S0l UeleSfulul B SOl
KHA 2-15F 3Imm  50mm 1500 mm 3.25mm 4.500 kg

Profile rail perforated 50/31x3,25

KHA 2-20F
Profile rail perforated 50/31x3,25

31 mm 50 mm 2000 mm 3.25mm 6.000 kg

KHA 2-30F
Profile rail perforated 50/31x3,25

31 mm 50 mm 3000 mm 3.25mm 9.000 kg

KHA 2-60F
Profile rail perforated 50/31x3,25

31 mm 50 mm 6000 mm 3.25mm 17.900 kg

H_: profile height

B,: profile width

L: length

t: material thickness

G: Weight per storage unit
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PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES
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OPTIONAL ACCESSORIES

AC, AC-IW, HS22, SKSH
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