Cable clamp with additionalinsulating tray for fastening to
flat profiles

The U-IW cable clamp with a full-surface pressure trough and an
additionalinsulating trough made of polystyrene can route cables
with a maximum diameter of 70 mm. It is suitable for fastening to flat
profiles made from material max. 12 mm thick. Onrequest, a GW
counter trough can be fitted forimproved cable support.

The article is also available with lock nuts. This prevents the clamp
from unintentionally coming loose. Lock nuts must be specified
separately when ordering.

The U-IW cable clamp is made of galvanised steel. ltems with a
diameter of 12 to 52 mm are also available in aluminium or stainless
steel with material no.1.4301(V2A) and 1.4571/1.4404 (V4A).

steel, zinc plated

Article Hinax D M cables G
g’al;IIeVZlampw U-Iw 47.5mm 12-16mm 2Nm 1 0.034 kg
?:(a)\kl)Jl-e“::vlamp 20 U-IW DS L= OB, 2Nm 1 0.039kg
gazi:evglampm u-Iw 42.5mm 8-12mm 2Nm 1 0.031kg
gggl-e“i:vlamp28 UetW 59.7 mm 24 -28 mm 2 Nm 1 0.047 kg
éigl-;\::\llamp 32U-IW 65mm 28-32mm 2Nm 1 0.057 kg
éggl:\::vlampuu-w 55.7mm 20 - 24 mm 2 Nm 1 0.042 kg
ggttjl-e“clzvlamp 40 U-IW 75mm 36-40mm 2Nm 1 0.067 kg
g‘;ktjl-e“cl:vlamp 44 U-IW Eslui 40-44mm 4Nm 1 0.089 kg
:Cslzsl-el\i:vlamp 36 U-IW 69 mm 52-36mm 2Nm 1 0.062 kg
gigl_e“::vlamp 52 U-IW 2l U = ) 4Nm 1 0.104 kg
gzgl:\::\llamp 48 U-IW 87 mm 44 -48 mm 4Nm 1 0.094 kg
Ec,;:\gl_ewcvlamp 56 U-IW S48 U 52-56mm 4Nm 1 0.119 kg
conw 100.5 mm 56 - 60 mm 4Nm 1 0.159 kg

Cable clamp 60 U-1W
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Article H,ox D M cables G

70 U-IW
Cable clamp 70 U-IW Lo G 64-70 mm 4Nm 1 0.186 kg
S 104.5 mm 60 - 64 mm 4Nm 1 0.162 kg

Cable clamp 64 U-IW

H,...: maximum height

D: clamping range

M: torque

cables: max. number of cables
G: Weight per storage unit
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PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES

OPTIONAL ACCESSORIES

GW12-70
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