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UVO 2
Vertical bend, two sections

The UVO 2 vertical bends complement the screed-covered duct
system UKO as 2-compartment 90° fittings for secure cable routing
between screed-covered ducts and wall installations. The two-
piece rectangular profile is VDE-certified and complies with
DIN EN 50085-2-2.
UVO 2 is suitable for duct widths from 190 to 250 mm and heights
from 28 to 58 mm. The integrated divider ensures reliable separation
of the two cable compartments. Using the UMO fixing sleeve, the
vertical bend is connected to the UKO system with a mechanically
stable and electrically conductive joint.

VDE tested according to: DIN EN 50085-2-2

CE-Zeichen (Conformité Européenne): Ja

VDE-zertifiziert: Ja

Steel, pre-galvanised/Sendzimir process

Article H B L G

UVO 2-28-190S
Vertical access box 28 mm 190 mm 163 mm 0.484 kg

UVO 2-28-250S
Vertical access box 28 mm 250 mm 163 mm 0.592 kg

UVO 2-38-190S
Vertical access box 38 mm 190 mm 163 mm 0.550 kg

UVO 2-38-250S
Vertical access box 38 mm 250 mm 163 mm 0.664 kg

UVO 2-48-190S
Vertical access box 48 mm 190 mm 163 mm 0.615 kg

UVO 2-48-250S
Vertical access box 48 mm 250 mm 163 mm 0.736 kg

UVO 2-58-250S
Vertical access box 58 mm 250 mm 163 mm 0.813 kg

H: height
B: width
L: length
G: Weight per storage unit
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