PRODUCT INFORMATIO

N

WPL 100

Wide-span cable ladder, height =100 mm

The wide-span cable ladders WPL 100 have rails 100 mm high and are
available in widths of 200 to 600 mm. The standard length is 6000
mm. The rungs consist of perforated profile rails. The wide-span
spar supports are to be used for fastening to the substructure. We
provide components in various materials and surface finishes to
ensure that the corrosion requirements are met for all sorts of
applications.

The magnetic shielding attenuation is 15 dB without the cover and 21
dB with the cover.

@ No stepping

Article

WPL100-20E
Wide-span cable ladder WPL 100-20E

WPL100-20E4
Wide-span cable ladder WPL100-20E4

WPL 100-30E
Wide-span cable ladder WPL 100-30E

WPL 100-30E4
Wide-span cable ladder WPL100-30E4

WPL100-40E
Wide-span cable ladder WPL 100-40E

WPL100-40E4
Wide-span cable ladder WPL100-40E4

WPL100-50E
Wide-span cable ladder WPL 100-50E

WPL 100-50E4
Wide-span cable ladder WPL 100-50E4

WPL100-60E
Wide-span cable ladder WPL 100-60E

WPL100-60E4
Wide-span cable ladder WPL100-60E4
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PRODUCT INFORMATION

LOAD DIAGRAM
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PRODUCT INFORMATION

DETAIL AND APPLICATION IMAGES
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OPTIONAL ACCESSORIES

WPEA 100, WPLEAB 100, WPLB 100, WPLS 100, WPLF 100, WPLA 100, WPLAA 100, WPLK 100, WPV 100,
WPVH 100, WPVV 100, WPTR 100, WPHS-A, WPHS-K, WPHS-P, WPHS-IS, WPLKAB, H, WPD, SWP 100,
MP-W
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