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General Part 
 

Technical Assessment Body issuing the 
European Technical Assessment:  

Deutsches Institut für Bautechnik 

Trade name of the construction product  JORDAHL Mounting Channels JM  

Product family 
to which the construction product belongs  

Hot-rolled mounting channel  

Manufacturer JORDAHL GmbH 
Nobelstraße 51 
12057 Berlin 
DEUTSCHLAND  

Manufacturing plant JORDAHL GmbH 

Industriestraße 5 

14959 Trebbin 

GERMANY  

This European Technical Assessment 
contains 

14 pages including 9 annexes which form an integral part 
of this assessment 

This European Technical Assessment is 
issued in accordance with Regulation (EU) 
No 305/2011, on the basis of 

European Assessment Document (EAD) 
330667-0602, "Hot-rolled mounting channel" 
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The European Technical Assessment is issued by the Technical Assessment Body in its official language. 
Translations of this European Technical Assessment in other languages shall fully correspond to the 
original issued document and shall be identified as such. 

Communication of this European Technical Assessment, including transmission by electronic means, 
shall be in full. However, partial reproduction may only be made with the written consent of the issuing 
Technical Assessment Body. Any partial reproduction shall be identified as such. 

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in 
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation 
(EU) No 305/2011. 
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Specific part 

1 Technical description of the product 

 The construction product is a hot-rolled mounting channel consisting of a channel profile with 
two lips produced of carbon steel or stainless steel, in combination with channel bolts. This 
product has a smooth surface of the channel lips and also a smooth surface on the underside of 
the channel bolt head in contact with the channel. The hot-rolled mounting channels are welded 
on a steel plate. A fixture shall be connected to the hot-rolled mounting channel by T-bolts with 
appropriate hexagon nuts and washers. Figure 1 shows an example for a hot rolled mounting 
channel. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 a) Hot-rolled mounting channel  b) Hot-rolled mounting channel  
  

 Figure 1:  Example of a hot-rolled mounting channels with corresponding channel bolt 
 

 The components and the system setup of the product are given in Annex (1-9).  

2 Specification of the intended use in accordance with the applicable EAD 330667-0602 – 
Hot-rolled mounting channel 

 The hot-rolled mounting channels may be used for the installation and the connection of several 
construction systems. They can be welded to steel constructions or can be connected to frame 
constructions. The rectangular corners of the channel have very good properties for welding 
processes. The hot-rolled mounting channel may be used to transmit tensile loads, shear loads 
perpendicular to the longitudinal channel axis or a combination of these loads (see Fig. 2). 

 The shear loads may be applied with or without lever arm. 
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Figure 2: Admissible load directions covered by this EAD: tension loads and shear load 
perpendicular to the longitudinal axis  

 

 The performances given in Section 3 are only valid if the hot-rolled mounting channel is used in 
compliance with the specifications and conditions given in Annex (1-9). 

 The verifications and assessment methods on which this European Technical Assessment is 
based lead to the assumption of a working life of the hot-rolled mounting channel of at least 50 
years. The indications given on the working life cannot be interpreted as a guarantee given by 
the producer, but are to be regarded only as a means for choosing the right products in relation 
to the expected economically reasonable working life of the works. 

3 Performance of the product and references to the methods used for its assessment 

3.1 Mechanical resistance and stability (BWR 1) 

Essential characteristic Performance 

Characteristic resistance for tension under static and 
quasi-static loading 

See Annex 4 

Characteristic resistance for shear under static and 
quasi-static loading 

See Annex 5 

Installation parameters See Annex 9 

Geometric values See Annex 1 - 3 

Durability See Annex 1 

Characteristic resistance for fatigue tensile loading See Annex 6 

3.2 Safety in case of fire (BWR 2) 

Essential characteristic Performance 

Reaction to fire No performance assessed 

3.3 Hygiene, health and the environment (BWR 3) 
 Not relevant 

Tension load: z-direction 
Shear load: y-direction 
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3.4 Safety and accessibility in use (BWR 4) 
 Not relevant 

3.5 Protection against noise (BWR 5) 
 Not relevant 

3.6 Energy economy and heat retention (BWR 6) 
 Not relevant 

3.7 Sustainable use of natural resources (BWR 7) 
 Not relevant 

4 Assessment and verification of constancy of performance (AVCP) system applied, with 
reference to its legal base 

For the products covered by this EAD the applicable European legal act is: Decision 
1998/214/EC 

 The system is: 2+ 

5 Technical details necessary for the implementation of the AVCP system, as provided for 
in the applicable EAD 

Technical details necessary for the implementation of the AVCP system are laid down in the 
control plan deposited with Deutsches Institut für Bautechnik.  

 
 
Issued in Berlin on 13 January 2017 by Deutsches Institut für Bautechnik 

Uwe Bender beglaubigt: 

Head of Department Hahn 
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